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AGGREGATE

RURAL CONNECTION DETAIL

AGGREGATE

COMPACTED FILL

AGGREGATE

TRANSITION DETAIL

(AS REQUIRED)

 APPROACH LENGTH

   AND APPROVED BY THE ENGINEER PRIOR TO IT'S USE.

   OFFSITE TRACKING OF SEDIMENT. THE ALTERNATIVE MUST BE REVIEWED 

2. THE CONTRACTOR MAY PROPOSE AN ALTERNATIVE TECHNIQUE TO MINIMIZE

FILTER BLANKET(GEOTEXTILE)

FILTER BLANKET(GEOTEXTILE)

FILTER BLANKET(GEOTEXTILE)

SIDEDRAIN PIPE

EXISTING OR TEMPORARY

GROUND

EXISTING

TRAVELWAY

EDGE OF

   IF SO DIRECTED BY THE ENGINEER.

   CONSTRUCTION MUD) SHALL BE REMOVED DAILY, OR MORE FREQUENTLY 

   (INCLUDING THE STABILIZED CONSTRUCTION ENTRANCE AGGREGATE AND 

3. ALL MATERIALS SPILLED, DROPPED, OR TRACKED ONTO PUBLIC ROADS 

     

   REQUIRED TO LIMIT THE MUD TRACKED.

   OF THE VEHICULAR ROUTE LEADING TO THE STABILIZED ENTRANCE MAY BE

   TO MOVE ACCUMULATED MUD DOWNWARD THRU THE STONE. ADDITIONAL STABILIZATION

   THE STABILIZED CONSTRUCTION ENTRANCE SHALL BE RINSED WHEN NECESSARY 

   THAT WILL ALLOW IT TO PERFORM IT'S FUNCTION TO PREVENT OFFSITE TRACKING,

5. THE STABILIZED CONSTRUCTION ENTRANCE SHALL BE MAINTAINED IN A CONDITION 

   APPROVED BY THE ENGINEER.

   ENTERING AND EXITING VEHICLES WARRANT, A 30' WIDTH MAY BE USED IF 

   IS 15' X 50' UNLESS OTHERWISE SHOWN IN THE PLANS. IF THE VOLUME OF 

6. THE NOMINAL SIZE OF A STANDARD STABILIZED CONSTRUCTION ENTRANCE 

NOTES:

   SMALL AGGREGATE WILL TRACK OFF THE PROJECT AND ARE UNSUITABLE.

4. AGGREGATES SHALL BE ALDOT SIZE #1. SIZES CONTAINING EXCESSIVE 

 
 
 
 
 
 
 
 
 
 

SLOPE TO DRAIN

4" MIN

15' MIN

12" MIN

12" MIN

    

   STABILIZED ENTRANCE.

   BE USED AS REQUIRED TO LIMIT AND DIRECT VEHICULAR EGRESS ACROSS THE 

   STABILIZED ENTRANCE. BARRIERS, FLAGGING, OR OTHER POSITIVE MEANS SHALL 

   FROM UNSTABILIZED AREAS OF THE PROJECT SHALL BE DIRECTED THRU THE 

   TO PUBLIC ROADS WHERE OFFSITE TRACKING OF MUD COULD OCCUR. TRAFFIC 

   ENTRANCES ARE POINTS OF EGRESS FROM UNSTABILIZED AREAS OF THE PROJECT 

   ENGINEER BASED ON SAFETY, ECONOMY AND CONSTRUCTION SEQUENCE. THESE 

   SHOWN ON THE EROSION SEDIMENT CONTROL SHEETS OR AS APPROVED BY THE 

1. A STABILIZED CONSTRUCTION ENTRANCE SHALL BE CONSTRUCTED AT LOCATIONS 

PERSPECTIVE VIEW

A

A

50' STD

APPROACH LENGTH

TEMPORARY PIPE
(AS REQUIRED)

EXI
ST.

 DI
TCH

EXI
ST.

 DI
TCH

S
L

O
P
E
 
T

O
 

D
R

A
I

N

(
0
.
1
 

M
I

N
)

EXISTING ROADWAY

EDGE OF PAVEMENT

15
' 

WI
DT

H 
MI

N

BERM

STABILIZED CONSTRUCTION ENTRANCE

by J.F.T.
View & revised Note 1 on 08-24-11
Changed Plan View to Perspective1.
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