
CONSTRUCTION EXIT CONTROLS (2573.3K) 

The following list of construcƟon exit controls  are ranked from lowest 
performing to highest protecƟon, but are subject to construcƟon acƟvi-
ty, vehicle type, soil type, bearing capacity, weather events, Ɵme of 
year, and amount of use. Some exit control methods are specific to 
load bearing capacity of the parent soils. All construcƟon exit controls 
require high maintenance acƟons for funcƟonal performance and pub-
lic safety. All construcƟon exit controls require pavement cleaning op-
eraƟons that may include rapid and daily street sweeping. 

Typical Minimum Lengths are 5 Ɵmes the circumference of the largest 
Ɵre using the construcƟon exit [C=3.14xD]. 

1. Slash Mulch (3882.2E Type 5) 
2. Crushed Aggregates (Rock, concrete, bituminous) 
3. Temporary Paving 
4. Reinforced geotexƟle 
5. Steel Sheet Pads 
6. FloaƟng Road 
7. Timber Pad 
8. Rumble Pad 
9. Wash-off 
10. CombinaƟons 

Payment methods include inci-
dental, lump sum, and (number 
9) each. Payment methods re-
quire proper installaƟon of the 
various BMPs, maintenance and 
removals over the life of the con-
tract, regardless of types used or 
quanƟƟes deployed. 

2573.535 Stabilized ConstrucƟon Exit: lump sum 
2573.536 Wheel Wash Off: each 

Slash Mulch Exit Control  Crushed Aggregate Exit Control 

FloaƟng Road Exit Control 

Reinforced GeotexƟle Exit Control 

Temporary Paving Exit Control 

Rumble Pad Exit Control 

Wash-off Exit Control System 

Timber Pad Exit Control 

Example shows Ɵlt-grading of crushed aggregate drain-
ing to plasƟc lined sump and operator pressure hoses 
connected to water supply truck 
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Can 5 Ɵmes the wheel 
rotaƟon circumference 

be installed? 

Does the soil have low 
bearing capacity? 

Is it winter? 

Did a large rain event 
occur? 

Is the soil less than 1 
inch muddy? 

Is the soil water 
saturated? 

Does the exit enter pub-
lic use pavement 

Does the exit enter dirt 
road public road 

Is the exit control work-
ing to minimize track-

out? 

Is the soil greater 
than 1 inch Muddy? 

Install Rumble Pad Exit 
Control* 

Install FloaƟng Road Exit 
Control* 

Install Timber Pad Exit 
Control* 

Install Slash Mulch, Rein-
forced GeotexƟle, or Steel 
Sheet Pads Exit Control* 

Install Reinforced Geo-
texƟle Exit Control* 

Install Temporary Paving 
Exit Control* 

Install Crushed Aggre-
gate Exit Control* 

Install Slash Mulch Exit 
Control* 

Install Wheel Wash-off sys-
tem*, with freeze point 
suppression 

Determine the largest Tire Di-
ameter expected to use exit, 
and convert to rotaƟonal track 
circumference [C=3.14xD] 

Determine Soil Bearing 
Capacity  

Determine Soil moisture 
Mud generaƟng Capacity 

*Determine OperaƟonal 
and FuncƟonal Perfor-
mance of Exit Control 

STABILIZED CONSTRUCTION EXIT CON-
TROLS FLOW CHART DECISION MATRIX 
Incidental 
2573.535 lump sum 
2573.536 Washoff, Each 

Determine Exit LocaƟons 

Does the exit  
enter paved surfaces within the pro-

ject limits off limits to  
public use? 

Is the exit from an 
exisƟng compacted 

road base? 

No 

No 

Yes 

No 

Yes 

Yes 

Yes 

No 

No 

Yes 

Is the soil Vegetated? 

No 

Yes 

Yes 

Determine Soil Type 

Is the soil dominated 
by sand? 

Is the soil dominated 
by silt or clay? 

Is the soil dominat-
ed by muck? 

No 

Yes 

Does the soil consist 
of peats, mucks? 

No 

No 

No 

No 

Yes 
Install Crushed Aggregate 
Exit Control* 

Install Wheel Wash-off 
system* 

No 

Install Rumble Pad Exit 
Control* 

Yes 

Yes 

Upgrade Exit Control to next 
BMP in 2573.3K list, as  ap-
propriate in this maƟrx 

Yes 

No 

Yes 

Yes 

No 

Yes 

No 

Maintain Exit Control. 
Ensure adequate supplies 
exist to keep funcƟonal 

Yes Yes 

No 

No 

Install Crushed Aggregate 
Exit Control*, else 
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